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AV-260PD AV-450A Tabletop

Machine Series:
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Vacuum Power (m3/h) 10 20
Power (kW) 0.37 0.75
Production Cycle (times/min) 1-2 1-2
Gross Weight (kg) 39 74
Net Weight (kg) 33 64

Shipping Dimensions (mm) 560 x 410x 410 610 x 570 x 540




Stand Alone

Machine Series: AV-600/2G -

Stand Alone Vacuum Packaging Machine

Characteristics:

PLC control system
with multiple control
modes

Stainless steel material
"V-cover gasket"
Heavy duty rollers
Wilalel(e]|
Customer-specific
electrical
requirements and
connectors possible
Optional gassing

Technical Details

Vacuum Power (m3/h) 40
Power (kW) 0.75x 2

Production Cycle (times/min) 1-2

Gross Weight (kg) 185

Net Weight (kg) 150

Shipping Dimensions (mm) 870x 870x 1130



Stand Alone

Machine Series: o

Stand Alone Vacuum Packaging Machine - 95t ai
. ©90
of | < o ‘
S g
) S o
o
[oe]
Characteristics: BRI U
PLC control system
with multiple control I[II IDJ o
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modes
Stainless steel
material
"V-cover gasket" . . 800
Heavy duty rollers Technical Details:
with brake
Customer-specific (NES08
elec’frlcol Vacuum Power (m3/h) 63
requirements and
connectors possible Power (kW) 22
Optional gassing
Production Cycle (times/min) 1-2
Vacuum Chamber Size (mm) 910 x 650 x 200
Gross Weight (kg) 292
Net Weight (kg) 252

Shipping Dimensions (mm) 1030 x 760 x 1120




Machine Series: AHW-12 o B ., S

Shrink Tank

Characteristics:

Stainless steel
construction

Efficient electric heating
Programmable

TemperOTUre ConTrO| Tank Dimensions (mm) 610 x 380 x 700
Slmple pUSh—t?UTTOh Machine Dimensions (mm) 1010x 640 x 1270
cycle operation
EOSY access for Rise & Fall Plate Dimensions (mm) 600 x 350
cleaning and
mOinTenO nce Rise & Fall Plate Height (mm) 600 x 350
Highly efficient
: e 5 Rise & Fall Plate Weight (kg) <15
insulation for heating
reTentIQn Tank Volume 100
=eyAilll[gleKelgle
emptying of the tank Power (kW) 12
Voltage (V) 380
Gross Weight (kg) 136
Net Weight (kg) 105

Material 304 Stainless Steel



Machine Series:

Double Chaoamber Vacuum
Packaging Machine

Double Chamber
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AV-600-2S AV-800-25 AV-800-25Q

Technical Details:

m AV-600-2S AV-800-2S AV-800-25Q

Vacuum Power (m3/h)

Characteristics:

Power (kW) 2.2 2.2 2.2
. . Drive Mod I I ti
PLC control system with multiple control modes rive Hoce rants rants predmate
° STOinleSS STeel mOTeriC” Production Cycle (times/min) 1-2 1-2 1-2
« "V-cover gasket"
. Heg\/y dUTy rollers with brake Vacuum Chamber Size (mm) 720 x 550 x 160 920 x 890 x 280 920 x 890 x 280
« Customer-specific electrical requirements and
. Gross Weight (kg) 350 757 757
connectors possible
Optional gassing Net Weight (kg) 285 650 650

Shipping Dimensions (mm) 1560 x 770x 1170 1980 x 1090 x 1300 1980 x 1090 x 1300



Machine Series: AV-/780

Automatic Double Chamber Vacuum Packaging

Machine

Characteristics:

PLC control system with multiple control modes
Stainless steel material

"V-cover gasket"

Heavy duty rollers with brake
Customer-specific electrical requirements and
connectors possible

Optional gassing

Technical Details:

Vacuum Power (m3/h)

Power (kW)

Drive Mode

Production Cycle (times/min)

Vacuum Chamber Size (mm)

Gross Weight (kg)

Net Weight (kg)

Shipping Dimensions (mm)

Automatic Double Chamber

200

5.5

pneumatic

2-3

960 x 930 x 280

670

571

2500 x 1300 x 1260



Automatic Vacuum Machine

Machine Series:
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Technical Details:

ChGrOCTe”ShCS: Vacuum Power (m3/h) 100
PLC control system with multiple control modes e ERa) 2.2
Stainless steel material . . .

N " Production Cycle (times/min) 2-3
V-cover gasket

HGGVy dUTy rollers with brake Vacuum Chamber Size (mm) 1040 x 385 x 60
Customer-specific electrical requirements and

connectors possible Gross Weight (kg) 555
Optional gassing Net Weight (kg) 447

Shipping Dimensions (mm) 1580 x 1530 x 1420



Vertical Vacuum Machine

Machine Series: av-sooL 7 Av-600L

Vertical Vacuum Packaging Machine

Technical Details:

Characteristics:
Vacuum Power (m3/h) 20x2 20

PLC control system with multiple control modes
Stainless steel material Power (kW) 0.75x2 0.75
"V-cover gasket" . : :

: Production Cycle (times/min) 1-2 1-2
Heavy duty rollers with brake
Customer-specific electrical requirements and o W ) 670 110
connectors possible
Opﬂoncﬂ gassing Net Weight (kg) 571 81

Shipping Dimensions (mm) 2500 x 1300 x 1260 740 x 580 x 1390
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Our company philosophy includes the core approach fo relieve our customers in the 50374 Erftstadt
lengthy purchasing selection processes for the different packaging areas without having to
resort to several suppliers. With the appropriate consumables and the matching packaging
machines, which are manufactured individually for each customer in our group of
companies, we make it possible 1o bundle purchasing budgets and pass on process
consulting synergies from our worldwide customer network to you. +49 2235-47048-0

info@tbs-pack.de

tbs-pack GmbH - Your partner, in all areas of packaging.

*The output quantities per minute are average values, depending on film type and thickness, product
dimensions and machine handling. It is not possible to combine all maximum dimensions. We reserve the right
to make technical changes, performance values exclusively.



